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Light Sport Repair Services
Ine.

NOVEMBER 18, 2009

Light Sport Repair E-Flyer

Check out our new ULTRALIGHT SPORT STORE online

www.ultralightsportstore.com

We would like to thank all of you that have been on The Ultralight Sport and placed
orders, you have helped make the new store a great success.
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16 HOUR
REPAIRMAN
INSPECTION
CLASS
SCHEDULE

Airplane course
Nov. 28-29, 2009
Location:

Light Sport Repair
(C65) Plymouth, IN
There are still a few
seats left for this

COuUrse.

Powered Parachute
Course
January 30-31, 2010
Location:

Light Sport Repair
(C65) Plymouth, IN
46563

To register for the
course contact
Nancy
(574)948-0065

PARACHUTE
AIRWORTHY INSPECTION

& REPAIRS ON SITE
$125.00

We test & record the fabric
porosity, line strength, fabric rip
strength, attachment points,
seams, & line trim.

Bing Ultralight Carburetors
(This is the first article in a series we are presenting on Bing Carburetors)
There are hundreds of possible jetting/air-valve atomizer combinations that could be
installed in your carburetor. Add to this, an infinite amount of variable mixture
adjustments, and the possibilities become astronomical. Fortunately, the designers of
your machine determined the proper combination that best fits your overall
requirements in terms of power, economy and reliability. They even left room for the
individual pilot to make certain changes to suit his particular requirements. When
these changes are required, what change we make, and the results we achieve is what
these articles are all about.

AIR: Air that our engine uses in the combustion process 21% Oxygen, 78%
Nitrogen, and 1% other gasses.

FUEL: The gasoline that we use in our engine contains liquid hydrocarbons
(Hydrogen and Carbon).

COMBUSTION: When each carbon atom in our fuel is combined with two Oxygen
atoms from our air supply, Carbon-Dioxide (CO?2) is formed during the “burning”
process. The Carbon-Dioxide thus formed, and the 78% Nitrogen from our air
source absorb the heat from the combustion process and turn it into mechanical
energy by expansion.

AIR/FUEL MIXTURE: A chemist will tell you that a perfect mixture, one that will
be totally consumed in the combustions process, contains 1 pound of fuel for each 14.8
pounds of air. He is right BUT we cannot use this “perfect” mixture because it
produces way too much heat that does nothing for efficient power or economy.
Richer mixtures lower combustion temperatures and produce an increase of power
until we reach a 13.8 air/fuel ratio. From 13.8 to 12.5 we realize no increase in power,
but do see lower temperatures that greatly enhance the combustion process by
allowing more time to convert heat to mechanical energy. Beyond 12.5 we experience
a pronounced drop in power as excessive cooling by the enriched mixture robs us of
combustion efficiency. Lean mixtures are only tolerated at highway cruising speeds.
Below ¥ throttle, an excessively lean engine will not get you through the
intersection—above % throttle, you might see a hole where the top of your piston used
to be (After an expensive teardown) For cruising speed only, we can vary the mixture

on the lean side between 16.4 and 18.2 to achieve desired economy levels.
Avrticle Source: Bing Carburetors Aircraft Tuning & Parts Manual
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EAA NEWS
ELSA Trainer
Airworthiness
Certification and LODA
Toolkit
Current Experimental Light Sport
Aircraft (E-LSA) that are being
used for primary training under
FAR 91.319(e)(2) have
airworthiness certificates that expire
on 31 January 2010. The
regulations do not allow issuance of
a new airworthiness certificate for
these aircraft, which means that
they will no longer be able to fly
legally unless their airworthiness
certificates are amended before they
expire. Further, the aircraft will no
longer be eligible to be used for hire
for flight training unless the owner
applies for a Letter of Deviation
Authority (LODA) under 91.319(h).
Note that the airworthiness
certificate must be amended in
order to allow continued
operation of the aircraft
regardless of whether it will be
used for hire for flight training or
not. The FAA is sending out a
memo to their field inspectors,
guiding them how to amend the
airworthiness certificate and
operating limitations for these
E-LSAs; The applicant MUST
apply and be issued an amended
certificate before January 31,
2010. The re-inspection of the
aircraft is not required for these
previously certificated Part 21
aircraft operating with a training
exemption. Airworthiness
certificate will be amended per
FAA Order 8130.2F, Paragraph
27(b). Amended certificate will be
of unlimited duration; have the
operating limitation allowing flight
instruction for compensation or hire
removed; and removed limitations
for maintenance inspection
requirements of training-use aircraft
as applicable. The FAA inspector
will retain the limitation which
allows for the towing of light-sport
aircraft or unpowered ultralight
vehicles in accordance with
91.319(e)(1).

Guidance is also being added to the
FSDO inspectors handbook (FAA

Order 8900.1) instructing them how

to issue the Letter of Deviation
Authority under 91.319(h). LODAs

will be granted on a case-by-case

basis and therefore, not guaranteed.
91.319(h)(2) stat
for deviation authority must contain

a complete description of the

proposed operation and justification

that establishes a level of safety
equivalent to that provided under

the regulations for the deviation
requested.” Opera
this description (this includes a

letter describing the type of training

and must include a list of the

aircraft used, the instructor
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2001 Buckeye Skyhawk $10,000

N Numbered -Hours 29.7 -Rotax 582 Bluehead with E gearbox
-Electric Start -Ceramic Coated Exhaust -10 Gallon Fuel Tank
-68"" Ivo Prop -Apco 500 Parachute -Grand Rapids EFI
-Comfortable separate seating

1999 Dual Controlled Buckeye Dream Machine
with 2000 Timberwolf Trailer $13,000

Rotax 582 Blue head with E-drive was just rebuilt April 2009 to 0 hours
Reason for rebuild was customer goes by Rotax Planned and Necessary
Maintenance Procedures
Original hours 59.4-Dual controls-3 b | ade 6/&pfo 500 parachuer o p
-Chute bag/line socks -10 gallon fuel tank-Unique Instrument panel-Comtronics
helmets with dual comm |1 intercom -Garmin GPS-External antenna-lcom A-6
Radio-2 Sporty JD200 Radios-Frontal bars
New Buckeye CG Brackets-Nylon Risers-N numbered-Annual is up to date -
Landing lights, parachute lights - 2000 Timberwolf trailer comes with large
toolbox and metal and wood ramps, also includes 2 fuel cans and tie downs



http://www.lightsportrepair.com/for_sale.htm

qualifications, and an appropriate
training course outline) to the
FSDO in order to be granted the
LODA. Note that you are not
required to apply for a LODA if you
do not plan to use your aircraft for
hire for flight training after having
your airworthiness certificate and
operating limitations amended.
However, you MUST have your
operating limitations amended
BEFORE the expiration date in
order to continue to legally operate
the aircraft after 31 January 2010.
EAA Order 8130.2F, Chapter 2,
Section 2, paragraph 27(b)(1)(d)
and 27(b)(6) describe the process
for a Special Airworthiness
Certificate Amendment and
Operating Limitations update.
The FAA is not required to
reTinspect your aircraft for this
type of administrative procedure
— per 27(b)(6).

Obtain the FAA Form 813016
“Application for
Certificat eRC2EiAd
“Application for
Certificate, FAA Form 8230-6 "
from the FAA website or your local
FSDO office.

This is what the cover letter to the
FSDO should look like:

Name and address of your local
FSDO

To Whom It May Concern,

In accordance with FAA Order
8130.2F paragraph 27(b)(1)(d) and
27(b)(6), this application is being
submitted to amend my current
special airworthiness certificate and
update my operating limitations to
remove the authorization to conduct
flight training under §91.319(e) and
expiration date of January 31, 2010.
To accomplish this amendment
action | have enclosed FAA Form
8130-6, the current airworthiness
certificate, aircraft registration, and
operating limitations for my
aircraft, N , for your
reference.

In accordance with §91.319(h) and
FAA Order 8900.1, Volume 3,
Chapter 11, Section 1, | am also
applying for a Letter of Deviation
Authority (LODA) for the purpose
of conducting flight training in my
experimental light-sport aircraft per
Part 61 Subpart J and K, and
861.56. Attached is a complete
description of the proposed
operation and justification that
establishes a level of safety
equivalent to that provided under
the regulations for the deviation
requested. The type of training is
described along with a list of the
aircraft to be used, the instructor
qualifications, and an appropriate
training course outline. [Omit this
paragraph if you are not applying
for the LODA]
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2009 Quad Dragonfly with R&R Trailer

New Condition -Only 5 hrs on Engine, Airframe and Chute -4 Stroke Generac
Engine -Battery Charger -72" Rear Wheel Base (Better Stability)

-Parts supplied to convert to tri-gear -68x64 Culver Wood Prop
-Mustang 380 Chute ($600 Upgrade) - MicroTim Precision Digital Barometric
Altimeter (Upgrade) -Tiny Tach RPM Instrument - 2 Lynx Headsets with charger
-1 Lynx Helmet -Radio Interface unit which will work with a Vertex or Icom radio
-Ram Mounts for Radio and GPS

2001 Buckeye Dream Machine $9,000

4GH s

45 HOURS TOTAL TIME -ROTAX BLUEHEAD -B GEARBOX
-10 GALLON FUEL TANK

NNUMBERED-6 2" 3 BL ADE-NVMQ RIBERD P
— CERAMIC COATED EXHAUST -APCO PW500 PARACHUTE
GRAND RAPIDS EIS —-VELOUR SEAT COVER

MARK YOUR CALENDARS AND MAKE PLANS TO ATTEND THE 2"°
ANNUAL MICHIANA FLY-IN TO BE HELD AUGUST 7-8, 2010
AT (C65) PLYMOUTH, IN MUNICIPAL AIRPORT
STAY TUNED TO OUR NEWSLETTER FOR THE DETAILS




